Sjalvkorande fordon — okad mobilitet och frihet

BIL Sweden

Anders Norén
Teknik och Miljo

c
o
g
)
=
)
—
o0

2016-10-26



c
@
g
)
=3
)
—
o)

OIC A Whs s

T4

Automation €= Driver

Driver
continuously
performs the
longitudinal and
lateral dynamic
driving task

No intervening
vehicle system
active

Level 0
Driver Only

Levels of Automated Driving

Driver must
monitor the
dynamic driving
task and the

Driver
continuously
performs the
longitudinal or

lateral dynamic driving
driving task environment at
all times

-
System
performs
longitudinal and
1 lateral driving
taskina
defined use
case

The other
driving task is
performed by
the system

Level 1 Level 2
Assisted Partial
Automation

Level of automation s

Driver does not
need to monitor
the dynamic
driving task nor
the driving
environment at
all times; must
always be in a
position to
resume control

System performs
longitudinal and
lateral driving
task in a defined
use case.
Recognizes its
performance
limits and
requests driver to
resume the
dynamic driving
task with
sufficient time
margin.

Conditional
Automation

Automatisering, vad ar det?

Driver is not
required during
defined use
case

System
performs the
lateral and
longitudinal
dynamic driving
task in all
situations in a
defined use
case.

Level 4
High
Automation

*terms acc. to SAE J3016

System
performs the
lateral and
longitudinal
dynamic driving
task in all
situations
encountered
during the entire

journey. No
driver required.

eve

Full
Automation




Automatisering, vad ar det?

Fem nivaer av automation

Full
Automation

Automdhon Ingen forare

Villkorad
Bartial Automation Ingen h|arna
St Automation Inga ogon
Assistans lnga hander
-

Niva 2 Niva 3

Tleandcaminar et 2018, CJA
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